‘}AQDI.ER

INTERNATIONAL SECURITY PRODUCTS

HIGH DEFINTION OUTDOOR IR BULLET CAMERA

Specifications Model: IS-AHD-SD05
Image Sensor 720 Pixels SONY 1/3 CMOS IMX 238
Image System NVP  2431H
Resolution 1305(H)*1049(V)
Minimum lllumination 0.01LUX

Day&Night EXT

LEDs ; Distance 30pcs LED /25m
D-WDR OFF/ON/AUTO

Video Output ; Connector AHD/960H

S/N Ratio >69dB

Gamma Correction 0.45

AGC AUTO

AES AUTO/ 1/50 (1/60) -1/100,000sec
AWB AUTO

ATW ON

BLC AUTO

FLK MANUAL

DNR 2D/3D

Auto Iris -

Motion Detection OFF/ON

Privacy OFF/ON

Lens Varifocal 2.8 ~ 12mm Mega pixel
Water Resistance IP66

Power Supply DC12V/320mA +10mA
Operating Temperature -20°C--- 50°C
Operating Humidity < 90%RH (no condensation)
Weight 9509

Distributors: International Security Products Pte Ltd, 52 Ubi Ave 3, #04-39/40,
Singapore 408867 Tel: +65 6100 0477 Email: sales@isp.com.sg




